
 

 

 

 

 

 

 

 

ASSEMBLY INSTRUCTIONS: Wrap-Around® Nova  

For good and easy installation it is important that you first read the text below carefully. This 

prevents problems or annoyances and saves you time.  

Attention: This Wrap-Around® Nova Felt Glider can be attached without tools. 3M VHB Tape is used 

for securing around the tube. If the tube is not completely round, the 3M tape will not adhere 

sufficiently and the felt glider cannot be mounted in a stable manner. 

 

This tape reaches 50% of the final adhesive strength after 20 minutes and is at maximum strength 

after 72 hours. A chair may be used until then (loading also promotes adhesion), but must be lifted 

when moved instead of being shifted. The optimal processing temperature of the tape is between 

15 to 25 °C 

 

Method:  

1. Remove the seat tube from the “old” glides.  

2. Clean and degrease the tube all around with Isopropyl Alcohol and make sure that the 

degreaser has evaporated and the tube is completely dry again. (Using another degreaser 

can leave residue).  

3. Before you finally attach the Wrap-Around ® Nova with the 3M tape, first check whether you 

have ordered the correct size. If the size turns out to be incorrect and you have already 

stripped the 3M tape of the protective film, you can no longer return the felt glides.  

4. If the size turns out not to be the right one and you have already stripped the 3M VHB tape 

from the protective film, you can no longer return the felt gliders. 

5. Then carefully remove the protective film from the tape and be careful not to touch the 

adhesive layer. 

6. Now place both Wrap-Around® Nova felt glides under the seat in the correct place with the 

felt layer flat on the floor.  

7. Then gently press the tube into the felt glider. In this way the felt layer always rests flat on 

the floor. Pulling off and re-installing is not possible, this will damage the adhesive layer.  

8. For proper attachment it is important to sit on the chair in the first 24 hours, but not to 

slide it. 

 

Note: The felt glider must always be attached with the 3M tape. The felt glider may turn and slide 

differently. When the tape has been stripped of the foil, the felt glides are used and cannot be 

returned.  
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